CIRCLE K SOUTHWEST PROTOTYPE 4480 - 08/13/2013

VENT RISER, SEE PIPING PLAN
SHEET F.T FOR CONTINUATION

MODEL DWT 6 (10) 20,000 GALLON TANK

SHELL CODES
SEE SPEC#

72— EXD10sSD
PE-C22.76

OVERALL LENGTH:

375 1/2

OUTSIDE DIAMETER:

10'—6"

WEIGHT:

DRY 9,750 Ibs
WET 13,350 Ibs

ACTUAL CAPACITY:

19,951 GALLONS

NOMINAL CAPACITY:

20,000 GALLONS

MODEL DWT 6 (8) 12,000 GALLON TANK

SHELL CODES

2—E 8D11SD

SEE SPECH#PE—C22.76

OVERALL LENGTH:

36'—=0"

OUTSIDE DIAMETER:

80"

WEIGHT:

DRY 5,500 Ibs
WET /7,050 Ibs

ACTUAL CAPACITY:

11,595 GALLONS

NOMINAL CAPACITY:

12,000 GALLONS

MODEL DWT 6 (8) 12,000 GALLON TANK
SHELL CODES 2—E 8D11SD

SEE SPECH#PE-C22.76

OVERALL LENGTH: 36"-0"
OUTSIDE DIAMETER: 8 —0"

WEIGHT: DRY 5,500 Ibs
WET 7,050 Ibs

11,595 GALLONS
12,000 GALLONS

ACTUAL CAPACITY:
NOMINAL CAPACITY:

8" REINFORCED CONCRETE
SLAB 3000 PSI W/ #3
REBARS @ 18" 0.C. EACH WAY

ON 3” CHAIRS. (TYP.)
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NOTE:
GENERAL CONTRACTOR TO SUBCONTRACT
WITH PHILLIPS APPROVED GILBARCO
CONTRACTOR IF NOT ONE ALREADY.

NOTE:
ALL EQUIPMENT SHALL BE INSTALLED
PER MANUFACTURER’S INSTRUCTIONS
AND THESE DRAWINGS.

NOTE:
SEE SITE PLAN FOR ACTUAL LAYOUT

nt\Fuel-Gas Piping Plons\201400410-F2.0.dwg Last Modified: Feb 27, 2014 — 9:54am Plotted on

NOTE:
SEE SITE PLAN FOR ACTUAL SIZE.
SIZES MAY VARY.

NOTE:
SEE SITE PLAN FOR CONCRETE CONTROL
JOINT LAYOUT.

Drawing Name: P:\2014\201400410\500 Canstruction Dacuments—C-Store Fuel\Pflugerville TX\Produced\_Curre

NOTE:
ALL INTRINSICALLY SAFE SYSTEMS
SHALL BE RUN IN PVC COATED RIGID
METAL CONDUIT.

8" REINFORCED CONCRETE
SLAB 3000 PSI W/ #3
REBARS @ 18" O.C. EACH WAY
ON 3" CHAIRS. (TYP.)

UNDISTURBED
SOIL SUBCGRADE

4” CRUSHED ROCK (OR AS
SPECIFIED IN SOILS REPORT)

TYPICAL KEY JOINT

3/4" DIA. SMOOTH STL.
DOWEL 14”7 LONG—12" O.C.
GREASE ONE END & 3/47

oLk BEORE ——TOOLED JOINT

TANK SUAB T\ a DRIVE SLAB
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TYPICAL KEY JOINT

UTILIZE FOR NEW CONCRETE TO NEW CONCRETE JOINT. FOR
NEW CONCRETE TO EXISTING CONCRETE JOINT, DRILL EXISTING
CONCRETE SLAB AND ELIMINATE KEY.
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S@HEMAWC=GENERAL TANK & PRODUCT PIPING PLAN / WIRING PLAN (SEE SITE PLAN FOR ACTUAL LAYOUT)

SUB—PUMP POWER

DISPENSER 1 POWER / LIGHT BOX POWER HOMERUN

W/ 4 SHEILDED DATA CABLES
DISPENSER 2 POWER / LIGHT BOX POWER HOMERUN

W/ 4 SHEILDED DATA CABLES
DISPENSER 3 POWER / LIGHT BOX POWER HOMERUN

W/ 4 SHEILDED DATA CABLES
CANOPY LIGHTS POWER
CANOPY FASCIA LIGHTS

CANOPY SIGNAGE
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SHOWN FOR CLARITY. ALL
CONDUIT, PIPING, ETC. SHOWN
SHALL APPLY PER DISPENSER
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PIPE TYPICAL PIPELINE TRENCH

CONTRACTOR TO ATTACH COPPER LOCATING
WIRE TO TOP OF PIPE.
(SEE NOTE E—9.0, DRAWING 3DWF—23)
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COPYRIGHT NOTICE
This drawing is the property of the above
referenced Professional and is not to be used
for any purpose other than the specific
project and site named herein, and cannot
be reproduced in any manner without the
express written permission fram the Professional
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